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POWER PLUS PREMIUM

Gasoline Engine Oil

POWER PLUS PREMIUM is a premium quality multi-grade gasoline engine oil formulated with advanced additive

technology and highly refined premium quality base stocks that protects engines against undesirable deposits and
contamination.

Product Applications:

= Recommended for cars, SUVs, Basic Utility Vehicles, vans, and light-duty trucks

Performance Benefits:

Protection against wear during engine start-up and under high temperature operating conditions
Optimum control of the ring and piston deposit under high temperature conditions

High in thermal stability that provides protection against in-service oil degradation

Performance Level:

= Meets: API SM/CF; ILSAC GF-4; ACEA A3, B4-04; MB 229.3

TYPICAL SPECIFICATIONS:

Test Parameters Test Method Results
SAE Viscosity Grade 20W-50
Kinematic Viscosity @ 100°C, cSt ASTM D7042 19.3
Kinematic Viscosity @ 40°C, cSt ASTM D7042 162
Viscosity Index ASTM D2270 136
Flash Point, °C (min) ASTM D3828 260
Pour Point, °C (max) ASTM D97 -24
TBN, mg KOH/g sample ASTM D1250 7.88
Density @ 15°C, kg/L ASTM D4052 0.891
ASTM Color ASTM D1500 L2.5

The information contained herein is correct to the best of our knowledge. The recommendation and suggestion contained in this bulletin are made
without guarantee of representation as a result. We suggest that you evaluate our recommendations and suggestions in your own laboratory prior
to use. Our responsibility for claims arising from breach or warranty, negligence, or otherwise, is limited to the purchase price of the material.
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